
SystemHW specific Lower Half Driver defined in
/nuttx/include/nuttx/<subsys>/ hwxyz.h

implemented in /nuttx/drivers/<subsys>/ hwxyz.c

Upper Half Driver defined in
/nuttx/include/nuttx/<subsys>/ subsys.h  implemented in

/nuttx/[drivers/]<subsys>/ subsys.c

os_bringup
or NSH

board lower Half defined in config :
<board_name>[internal].h       implemented

inconfig:up|<brdabrev>_hwxyx.c2

board X config :
sam_boot.c, sam_nsh.c

9.3: dev->priv=upper

9.2: dev->upper = call back

9.1: mkdir /dev/subsytem/name,0x644

{}8: alloc (subsys_upperhalf_state_s)

9.4: register_driver(path, &g_subsysops, 0666, upper);

9: subsys_register(name, subsys_lower *dev)

7: snprintf(name,"xyz%d",XYZ_DEVNO)

6:

3: CONFIG_NSH_LIBRARY]: nsh_main
2: CONFIG_NSH_LIBRARY] &

!CONFIG_NSH_ARCHINIT]:nsh_archinitialize

1: CONFIG_BOARD_INITIALIZE]:
board_initialize

4.1: configure pio associated with hw-xyz

4: up_hw-xyzinitialize(spi|i2c)
5: CONFIG_NSH_LIBRARY]
&!CONFIG_NSH_ARCHINIT]

:nsh_archinitialize


